
 TARGETTI USA Wiring Diagram for 2 Driver 4 Circuit DMX Control

Installing and configuring LINEARdrive 

2 

1

9 mm
0.35 inch

0.5-1.5 mm2
AWG 20-16Wire connections

Pay attention when wiring:
• polarity reversal results in no light output and often damages the LEDs
• combining + and - of different groups damages the driver

Wiring diagram

2 flip WAGO connectors added on 
output wires

DMX In (+)

V (+)
Red (-)

L

N

120 - 
277V

VAC

Green (-)
Blue (-)

DMX In (-)
DMX In Shield

DMX Out (+)
DMX Out (-)

DMX Out Shield

Warm White (-)

V (+)
Red (-)
Green (-)
Blue (-)
Warm White (-)

3 flip WAGO connectors added on 
input line voltage wires
** Be sure to ground drivers with 
box ground screw **

DMX Out (+)
DMX Out (-)

DMX Out Shield

DMX In (+)
DMX In (-)
DMX In Shield

 DEDD*2002244CDMX

Driver Box 12" x 12" x 4"
DEDD "I" = NEMA1 Indoor enclosure
DEDD "X" = NEMA3R Outdoor enclosure

DMX Data Control 
connects to DMX 
Input side of Driver

Drivers are factory 
addressed the same as 
001and work together 
simultaneously, but can 
be field set to different 
Addess numbers to 
operate independently

Wall mounted enclosures have either an internal 
mounting means or external mounting feet. Proper 
fasteners must be used in all mounting holes to 
secure the enclosure to the wall.



 Quick Start Guide 

Manual configuration

1. Select mode of operation

2. Set LED groups

3. Standalone    Standalone    Networked 
operation    or    operation   or        operation
- Colour*- - Show -  - DMX or DALI -

* The colour menu depends on the LED

group settings you have selected in step 2.

M

display off

SHOW
COLR

DMX
DALI

(5 sec)

M

+- /
Set mode

  MODESET

RGB
RGBW
RGBA
RRGB
RGGB
CCWW
CWWW

1-1L
2-2L
3-3L
4-4L
2-4L
1-4L

M

M

+

+- /
LED groups

LED

+

OFF
POTM
10V
SWIT

display off

M

+- /
External input

EXT      INP

+- /
LOG
LIN

Dimming curve

M

DIM   CURV

+- /

OFF
VID
COLR
WHIT
GLOW

M

M

M

M

+- /

+- /

1...512

Network resolution

DMX address

8 BT
16 BT

  ADDRDMX

  RESNETW

Interpolation
+- /

AUTO
MANU

display off

M

NETW
Network setup

  SET

+- /
YES
NO

DMX termination

TERM

M

INTERPOL

00...20

M

display off

SHOW

M

M

M

-99...99

0...255

+- /

+- /

+- /
Intensity

Speed

Show

SPD

INT

M

HUE

M

Hue

White

WHIT

M

M

+- /
Intensity

0...255

INT

display off

+- /
0...1535

+- /
0...510

M

ADDRNO

SETADDR

M M

display off

Nr. of ballasts

No address Address set

X BAL

M

Other features

Locking the configuration 

Visual test run

+- /

display off

M

LOCK

M

+

Lock driver

+ (5 sec)

NO
SOFT
HARD

M

display off

TEST

- +

Test

+ +

R 1 sec
G 1 sec
B 1 sec
W 1 sec

RGBW 1 sec
R 1 sec
G 1 sec
B 1 sec
W 1 sec

RGBW 1 sec

Daniel Kifle
Highlight

Daniel Kifle
Highlight

Daniel Kifle
Highlight

Daniel Kifle
Highlight

Daniel Kifle
Highlight

Daniel Kifle
Highlight

Daniel Kifle
Highlight

Daniel Kifle
Highlight

Daniel Kifle
Highlight

Daniel Kifle
Highlight

Daniel Kifle
Highlight

Daniel Kifle
Highlight

Daniel Kifle
Highlight
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