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Preset Dimming Curve Simulating Incandescent

      CONCEPT

DURATAPE DIM-TO-WARM allows the light intensity to be decreased and the color 
temperature of the light to be varied at the same time all while dimming continuously 
to dark (Dim-to-Off), simulating the dimming curve of an incandescent lamp. 

     WARRANTY

5 year 24 hour limited warranty (interior installations only)

     CERTIFICATIONS

cULus Class 2 Listed 
Tested in accordance with LM-79-08
Energy efficient for California installations.
RoHS compliant

       ELECTRICAL CHARACTERISTICS

Power Connection Factory attached end prep, see available options. Remote 
Class 2 120V-277V AC power supply required, see available 
options. For true Dim-to-Dark operation, supplied 0-10V 
dimming system must dim to true 0 volts.

Wattage 2.9W/ft 

Voltage 24V DC

Trigger Time < 0.2s

Number of cycles 100,000

Operating Temp. -25°C / +35°C

Max Continuous 
Length

Field trimmable every 2.46”. 
28’ max.

      MECHANICAL CHARACTERISTICS

Materials Double layered copper substrate for optimum heat dissipation, 
minimizing voltage drop while increasing run lengths per power 
feed, standardizing electrical flow over entire length of the strip for 
maximum product reliability.

Functionality Energy efficient linear LED white strip follows a preset dimming 
curve with the coolest kelvin temperature LED at highest intensity 
to the warmest kelvin temperature LED at lowest intensity. Preset 
dimming curve is continuous from 100% high intensity to 0% off 
“dark”, with zero LED light leakage.

Installation Field cuttable.  Manufacturer pre-assembled to specific project 
lengths with factory attached end prep assemblies to be mounted 
or inserted into thermally protective profiles, see available options.

Protection IP20

Cut increments 2.46”  

Caution! Field cutting should only be 
done before power is connected.

       SUSTAINABILITY

Duratape products are packaged with environmentally friendly materials.  The 
strip reel is comprised of cardboard and the strip bag is produced with 80% paper 
materials and 20% recycled plastics necessary for anti-static packaging.

Strip & LED Details Model W/LED Delivered Lumens* Viewing Angle
3000K

2.9W/ft 0.04W 274Lm/ft 117º

* Meets Title 24 High efficacy rating.

Efficacy 95Lm/W max. Refer to photometric graphs for specific values.

Lifetime L70/B20 ≥50,000hrs at max TA +25ºC

3736

DURASTRIP

powered by DURALAMP powered by DURALAMP

  art. max W maxW/m* lm/m K N° LED/m L L1 L2 8011905

07U18302410INDTW 48 9,6 900 (3000K) 1800-3000K 224 120° 12 1 5000 934316 1

07U27602410INDTW 48 9,6 900 (3000K) 2700-6000K 224 120° 12 1 5000 934316 1

ZK7360 60W IP20

ZK73100-SL 100W IP20

ZK73100 100W IP67

ZK73200 200W IP67

ZK73320 320W IP67

ZK73600T 600W IP67

ZK73150-D 150W IP20

DALI-ZKTPC (DALI)

ZKTPC-DIM (DMX)

ZKCDA (DALI)

ZKCDMX-R (DMX)

ZKCDMXW (DMX)

ZKC1-10 (1-10)

PRO 24V
DC

Ra>90
50000h

L70
-25°

+35°C
III G5/h24

Risk
Group 0

IP20

IP65

  art. max W maxW/m lm/m K N° LED/m L L1 L2 8011905

07U18302410EXDTW 48 9,6 900 (3000K) 1800-3000K 224 120° 12 1 5000 934316 1

07U27602410EXDTW 48 9,6 900 (3000K) 2700-6000K 224 120° 12 1 5000 934316 1

L

L1
L2

* 9,6W @ 3000K; 2,4W @1800K

* 9,6W @ 3000K; 2,4W @1800K

8,33 mm

62,5mm

14 LED

62,5mm 62,5mm

226,77

226,77

LED
LED 2216
224 LED/m
max 48W (9,6W/m)
24VDC 
Ra >90
Durata: >50.000h
Garanzia: 5 anni

COLORE DELLA LUCE
Variazione di temperatura di colore nel bianco:
1800-3000K
2700-6000K

BINNING
ANSI/SDCM: 3 step.

DIMMERABILITÀ
Canale singolo (vedere Schemi di collegamento)
Dimmerabili 0-100%
DALI - DMX 
Sistemi domotici di controllo analogici e digitali  
Push Dali con controller ZKCDA
Compatibili CASAMBI

CONNESSIONI
IP20: terminali a cavi liberi
IP65: completo di cavetto IP65/68 su 2 lati M/F, lunghezza 15 cm. 
Lunghezza massima di connessione 5 mt. Max 4A.
Le strisce possono essere tagliate a misura seguendo le indicazioni di 
taglio stampate sulla striscia. 

MONTAGGIO
Completa di biadesivo 3M per il fissaggio alla superficie.
In caso di fissaggio con biadesivo, sgrassare adeguatamente la 
superficie di applicazione.

CONFEZIONE
Confezionate in rolle di 5 mt. Per produzioni personalizzate nella 
lunghezza di taglio, vedere a pag. 9.

DURASTRIP DIM-TO-WARM permette di diminuire l’intensità luminosa  ed 
allo stesso tempo variare la temperatura di colore della luce. Simulando la 
curva di dimmerazione delle vecchie lampade ad incandescenza garantisce 
la luce giusta per i diversi momenti della giornata e le differenti attività 
svolte nell’ambiente, secondo il principio dell’Human Centric Lighting.  
La tecnologia di dimmerazione ad un canale lavora su un singolo Chip, 
‘scaldando’ il colore della luce mentre viene abbassata la temperatura, 
creando un’atmosfera confortevole ed una sensazione di naturalezza della 
luce, per porre il fruitore al centro dell’esperienza luminosa. 
La versione 1800-3000K è particolarmente indicata per installazioni in 
ambienti dedicati all’accoglienza, ristoranti, etc.

DURASTRIP DIM-TO-WARM

PROFILI UNIVERSALI

PROFILI A SUPERFICIE

PROFILI DA INCASSO

PROFILI FLESSIBILI

DRIVER: info complete a pag. 60

Per maggiori dettagli su altre configurazioni di connessione 
vedi gli schemi di collegamento nelle pagine seguenti o al 
link sul sito.

INTERASSE LED E PASSO DEL TAGLIO
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       SOURCE

LEDs 72 LEDs per foot. Arranged as pairs of bi-color sets

Spacing 0.33” O.C. Paired LED Spacing 

TM30 CCT (Nominal) CRI Rf Rg R9 DUV SDCM

T1:
3000K–1800K 98 95 102 97 0.0012 3

http://www.targettiusa.com
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1 - PRODUCT CODE 2 - TYPE 3- WATTAGE 4 - RATING 5 - KELVIN 6 - CRI 7 - VOLTAGE

DL — DURATAPE™ DW – DIM–TO–WARM 29 – 2.9W/ft I –  IP20 T1 —1800K – 3000K  HC –  High CRI  24 – 24V DC

Ex: DLDW29IT124 / 07UI1CBL1 / PRAP-U /  DMLE601242UD

SPECIFICATION INFORMATION

Toe Kick Shelf LightingToe Kick Shelf LightingToe Kick Shelf Lighting

COVE UNDER COUNTER 
TASK

UNDER COUNTER 
DIRECTIONAL TASK

INSTALLATION EXAMPLES

8 - END PREP CONNECTION 9 - INTERCONNECTION 10 - MOUNTING 11- DRIVER

REQUIRED OPTIONAL REQUIRED REQUIRED

See section for details See section for details See section for details See section for details

1 2 3 4 5 6 7 98 10 11

DL DW

REQUIREDREQUIRED OPTIONAL

/ / //

http://www.targettiusa.com
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7 - END PREP CONNECTION (REQUIRED)

9 - INTERCONNECTION (OPTIONAL)

7 - END PREP CONNECTION (OPTIONAL)

DURATAPE factory attached single lead wire end prep. Lead wire/dead end allows 
for connection to power at lead end and field trim of Duratape product at the other 
end. Translucent wire with positive/negative identification that easily blends into the  
mounting environments.

Part No. 07UI1CBL1

DURATAPE crimp connectors, 2ea. Simplifies custom splice connections in the field. 
To be used for in-line connections, connecting to other lead wires, etc. 

Part No. 07UI1ADDCON

DURATAPE factory attached interconnection wire fold, white finish. Caution: Pay attention to max run lengths and voltage drops from total lead/fold wire lengths.

Length 1” 2” 3” 4” 6”

Part No. 07UI1FOLDCBL-01 07UI1FOLDCBL-02 07UI1FOLDCBL-03 07UI1FOLDCBL-04 07UI1FOLDCBL-06

DURATAPE factory attached double lead wire end prep. One end can be 
used for power connectivity while the other end can be used for DURATPAPE 
interconnection. Translucent wire with positive/negative identification that easily 
blends into the  mounting environments. Caution: Pay attention to max run lengths 
and voltage drops from total lead/fold wire lengths.

Part No. 07UI1CBL2
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DURATAPE additional factory attached lead wire, sold per foot. Lead wire can be 
field cut to desired length.

Length Per foot

Part No. 07UI1ADDCBL1

DURATAPE additional factory attached lead wire, sold per foot. Lead wire can be 
field cut to desired length.

Length Per foot

Part No. 07UI1ADDCBL1

24”

L

24” 24”

http://www.targettiusa.com
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10 - MOUNTING (REQUIRED)

SURFACE PROFILES

0.
76

"

0.87"

Universal surface mount anodized aluminum rigid profi le complete with lens. 
Dimension: 79”L (2M) 

Lens Opal Diffused Asymmetric Graze Flood

Part No. PRAP-U PRAP-UASYM PRAP-U30 PRAP-U60

DETAILS

Uniform 
Continuous 
Direct View 

60% 

Profile Spec Sheet 
Detailed Information

Blend Opacity 
30% 

Softening 
Opacity 

10% 

Clear

DETAILS

Surface mounted two-piece aluminum U-channel with snap-in thick opal 
polycarbonate lens with uniform light distribution. Mounting screw holes 6in O.C. 
Dimensions: 72”L.

Part No. DLALUMC6

DETAILS

0.
50

”

0.60”

Aluminum profi le with white PMMA screen for surface or recessed installation 
with limited width. Equipped with angle-joint accessory. Available in 79in (2M) 
lengths.

Part No. P02B-S-PF-200

0.
51

”

0.70”

0.66”

0.62”

0.375”

0.20”

DETAILS

Surface mount anodized aluminum rigid profi le complete with lens. 
Dimension: 79”L (2M) 

Lens Opal Diffused

Part No. PRAP20-2MK

DETAILS

0.
47

"

0.63"

0.
63

”

0.69”

DETAILS

Aluminum rigid profi le for surface installation and polycarbonate lens, 1pc ea.
Dimensions: 79"L (2M).

Finish  Natural Aluminum     White     Black    Corten Bronze

Profi le
Part No.

DLE15AL2 DLE15WH2 DLE15BK2 DLE15CO2

Diffusion Opal Diffused Semi-Opal Clear Transparent Lenticular 40°

Lens
Part No.

DLE15O2 DLE15S2 DLE15T2 DLE15L402

DETAILS

Aluminum rigid profi le for surface installation and polycarbonate lens, 1pc ea.
Dimensions: 79"L (2M).

Finish  Natural Aluminum     White     Black    Corten Bronze

Profi le
Part No.

DLE5570AL2 DLE5570WH2 DLE5570BK2 DLE5570CO2

Diffusion Opal Diffused Clear Transparent

Lens
Part No.

DLE5570O2 DLE5570T2

2.17”

2.
76

”
DETAILS

Compact aluminum profi le for surface installations, 1pc.
Dimension: 79" (2M) Length

Finish  Natural Aluminum     White     Black    Corten Bronze

Profi le
Part No.

DLE7AL2 DLE7WT2 DLE7BK2 DLE7BZ2

Diffusion Opal Diffused Semi-Opal Clear Transparent Lenticular 40°

Lens
Part No.

DLE7O2 DLE7S2 DLE7T2 DLE7L402

0.69”

0.
28

”

http://www.targettiusa.com
https://targettiusa.com/product/prap-u-profile/
https://targettiusa.com/product/dl-alum-c-6-profile/
https://targettiusa.com/product/p02b-profile/
https://targettiusa.com/product/prap20-profile/
https://targettiusa.com/product/dle15-profile/
https://targettiusa.com/product/dle5570-profile/
https://targettiusa.com/product/dle7-profile/
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Aluminum L-Profi le 1/2” x 1/2” for linear runs. Duratape can be mounted at either 00 
or 900 mounting positions. Countersink screw holes, 12” O.C. Dimension: 96”L.

Part No. DLALUML8

0.
5

0
”

0.50”

0.66”

0.62”

0.375”

0.20”

Rigid aluminum “U” channel. Countersink screw holes, 12” O.C. Dimension: 96”L.

Part No. DLALUMU8

0.
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”

0.63”

0.66”

0.62”

0.375”

0.20”

0.62”

0.375”

0.20”

Clear PVC “U” channel. Countersink screw holes, 12” O.C. Dimension: 96”L.

Part No. DL-MCHAN-8
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10 - MOUNTING CONT. (REQUIRED)

SURFACE PROFILES CONT.

Uniform 
Continuous 
Direct View 

60% 

Profile Spec Sheet 
Detailed Information

Blend Opacity 
30% 

Softening 
Opacity 

10% 

Clear

DETAILS

ANGLED PROFILES
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Universal 45° corner anodized aluminum rigid profi le complete with lens. 
Dimension: 79”L (2M)

Lens Opal Diffused Asymmetric Graze Flood

Part No. PRAN-U PRAN-UASYM PRAN-U30 PRAN-U60

DETAILS

Aluminum profi le with frosted polycarbonate lens for use in surface 90º angles. 
Dimension: 118”L (3M). Profi le must be shipped via freight only. For effi  cient 
shipping via UPS/FedEx, lengths can be cut to 59” upon request.

Part No. P04F-S-PF-300

0.71
”

1.81”

DETAILS

45º aluminum profi le with frosted polycarbonate lens for surface corner applications. 
Dimensions: 79"L (2M).

Part No. P03F-S-PF-200

0.75”

1.06”

DETAILS

45° corner anodized aluminum rigid profi le complete with lens. 
Dimension: 79”L (2M) 

Lens Opal Diffused

Part No. PRAN20-2MK

DETAILS

0.75"

0.
75

"

17mm

19
.2
m
m

22mm
24.8mm

0.66”

0.20”

0.66”

0.62”

0.375”

0.20”

17mm

19
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m
m

22mm
24.8mm

0.66”

0.20”

0.66”

0.62”

0.375”

0.20”
0.72”

0.
49

”

0.67”

Two-piece PVC mounting tube, white opaque base with cover (clear or frosted). 
Countersink screw holes, 12” O.C. Dimension: 48”L.

Cover 
Diff usion

Clear Frosted 10% Frosted 30% Frosted 60%

Part No. DLW2PCC DLW2PCF10 DLW2PCF30 DLW2PCF60

0.66”

0.62”

0.375”

0.20”

0.62”

0.375”

0.20”

DETAILS

http://www.targettiusa.com
https://targettiusa.com/product/pran-u-profile/
https://targettiusa.com/product/p04f-profile/
https://targettiusa.com/product/p03f-profile/
https://targettiusa.com/product/pran20-profile/
https://targettiusa.com/product/prap-u-profile/
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Aluminum profi le with opal polycarbonate lens for recessed installation with limited 
width. Dimension: 118”L (3M). Profi le must be shipped via freight only. For effi  cient 
shipping via UPS/FedEx, lengths can be cut to 59” upon request.

Part No. P02H-S-PF-300

0.97”

0.
32

”

DETAILS

10 - MOUNTING CONT. (REQUIRED)

RECESSED PROFILES

0.
88

"

1.04"

Universal fl ush mount anodized aluminum rigid profi le complete with lens. 
Dimension: 79”L (2M) 

Lens Opal Diffused Asymmetric Graze Flood

Part No. PRIN-U PRIN-UASYM PRIN-U30 PRIN-U60

DETAILS

Uniform 
Continuous 
Direct View 

60% 

Profile Spec Sheet 
Detailed Information

Blend Opacity 
30% 

Softening 
Opacity 

10% 

Clear

DETAILS

Flush mount anodized aluminum rigid profi le complete with lens. 
Dimension: 79”L (2M) 

Lens Opal Diffused

Part No. PRIN20-2MK

DETAILS

0.95"

0.
47

"

Two-piece 45° PVC mounting tube; white opaque base with cover (clear or frosted). 
Countersink screw holes, 12” O.C. Dimension: 48”L

Base 
Part No. 

DLW45MCH-4

Cover 
Diff usion

Clear Frosted 10% Frosted 30% Frosted 60%

Cover 
Part No.

DLW45CVR4-C DLW45CVR4-F10 DLW45CVR4-F30 DLW45CVR4-F60

.73
in0.72

”

0.87”

DETAILS

0.75”

0.
93

”

Fixed 30° angled aluminum profi le frosted polycarbonate lens for surface installation. 
Dimension: 118”L (3M). Profi le must be shipped via freight only. For effi  cient 
shipping via UPS/FedEx, lengths can be cut to 59” upon request.

Part No. P04C-S-PF-300

DETAILS

ANGLED PROFILES CONT.

http://www.targettiusa.com
https://targettiusa.com/product/p02h-profile/
https://targettiusa.com/product/prin-u-profile/
https://targettiusa.com/product/prin20-profile/
https://targettiusa.com/product/dlw45mch4-profile/
https://targettiusa.com/product/p04c-profile/
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10 - MOUNTING CONT. (REQUIRED)
Uniform 

Continuous 
Direct View 

60% 

Profile Spec Sheet 
Detailed Information

Blend Opacity 
30% 

Softening 
Opacity 

10% 

Clear

DETAILS

TRIMLESS MUD-IN PROFILES

Recessed trimless mud-in fl ush aluminum profi le with frosted polycarbonate lens. 
Dimension: 79”L (2M) 

Part No. PRINCG

2.52”
0.

6
0

”

DETAILS

Recessed trimless mud-in fl ush aluminum profi le with thick opal polycarbonate lens 
with uniform light distribution. Dimension: 118”L (3M). Profi le must be shipped via 
freight only. For effi  cient shipping via UPS/FedEx, lengths can be cut to 59” 
upon request.

Part No. P05B-S-PF-300

2.30”

DETAILS

1.00”

Rigid high impact three part profi le with aluminum channel, white polycarbonate 
insert (base and side walls) with frosted top diff user lens and aluminum track to 
insert strip for recessed walk over installation. Dimension: 39”L (1M)

Part No. PRINTC-G

0.
82

”

DETAILS

Rigid high impact two part profi le with aluminum channel and white polycarbonate 
insert (side walls) with frosted top diff user lens for surface or recessed mounting. 
Dimension: 39”L (1M)

Part No. PRINTC-GUS

1.00”

0.
82

”
DETAILS

1.9
7”

2.44”

0.
43

”

DETAILS

Aluminum profi le with opal polycarbonate lens for recessed installation.      
Dimension: 79”L (2M). 

Part No. P08D-S-PF-200

RECESSED PROFILES CONT.

http://www.targettiusa.com
https://targettiusa.com/product/princg-profile/
https://targettiusa.com/product/p05b-profile/
https://targettiusa.com/product/printcg-profile/
https://targettiusa.com/product/printcgus-profile/
https://targettiusa.com/product/p08d-profile/
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10 - MOUNTING CONT. (REQUIRED)

SUSPENDED PROFILES

Clear

DETAILS

WALL MOUNT  PROFILE

Wall mount aluminum profi le with 2ea. frosted polycarbonate lenses for direct/
indirect illumination. Dimension: 118”L (3M). Profi le must be shipped via freight only. 
For effi  cient shipping via UPS/FedEx, lengths can be cut to 59” upon request.

Part No. P06A-S-PF-300

1.10”

3.
47

”

DETAILS

SURFACE CLIP

DURATAPE ES mounting clip, 10pcs. Recommended quantities: Straight run aiming 
upward 12” O.C. (1ea/ft). Curved aiming upward or wall mounted straight 6” O.C. (2ea/
ft); Wall mounted curved or ceiling mounted 3” O.C. (4ea/ft).

Part No. DLCLP66

ADJUSTABLE PROFILES

Uniform 
Continuous 
Direct View 

60% 

Profile Spec Sheet 
Detailed Information

Blend Opacity 
30% 

Softening 
Opacity 

10% 

Clear

180° 0.87”

Surface mount adjustable aluminum profi le with frosted polycarbonate lens. 
Dimension: 118”L (3M). Profi le must be shipped via freight only. For effi  cient 
shipping via UPS/FedEx, lengths can be cut to 59” upon request.

Part No. P02C-S-PF-300

0.
79

”

0.75”

DETAILS

0.
76

"

0.87"

Universal surface mount anodized aluminum rigid profi le complete with lens. 
Dimension: 79”L (2M) 

Lens Opal Diffused Asymmetric Graze Flood

Part No. PRAP-U PRAP-UASYM PRAP-U30 PRAP-U60

DETAILS

Adjustable bracket sold separately

DETAILS

Aluminum rigid profi le for surface installation and polycarbonate lens, 1pc ea.
Dimensions: 79"L (2M).

Finish  Natural Aluminum     White     Black    Corten Bronze

Profi le
Part No.

DLE5570AL2 DLE5570WH2 DLE5570BK2 DLE5570CO2

Diffusion Opal Diffused Clear Transparent

Lens
Part No.

DLE5570O2 DLE5570T2

2.17”

2.
76

”

http://www.targettiusa.com
https://targettiusa.com/product/p06a-profile/
https://targettiusa.com/product/p02c-profile/
https://targettiusa.com/product/prap-u-profile/
https://targettiusa.com/product/dle5570-profile/
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Part No. Wattage Control Dim Range Rating In / Out 
Voltage

Certification Dimensions 
(Standalone)

Description

DEL60PWM 60W 0-10V  1% IP67 120-277V / 
24V

UL Class 2 5.9” X 2.09” X 1.38” MEANWELL electronic PWM 
driver. UL listed enclosure 
provided by others.

DEL90PWM 90W 0-10V 1% IP67 120-277V / 
24V

UL Class 2 6.73” X 2.48” X 1.48” MEANWELL electronic PWM 
driver. UL listed enclosure 
provided by others.

ENCLOSURE

STAND ALONE 

11 - POWER SUPPLY (REQUIRED)

MAX INTERCONNECTED TAPE LENGTHS PER DRIVER

Fi
xt

ur
e 

W
at

ta
ge

  

Driver Wattage

30W 40W 60W 90W 96W 2X90W 2X96W 3X90W 3X96W

2.9W 9FT 12FT 18FT 27FT 29FT (2) 27FT (2) 29FT (3) 27FT (3) 29FT

Part No. Wattage Control Dim Range Rating In / Out 
Voltage

Certification Dimensions 
(Enclosure)

Description

DMLE301242UD 30W MLV / ELV / 
0-10V / TRIAC

0-10V 0% 
MLV <10% 
ELV <10%

NEMA3R 120-277V / 
24V

UL Class 2 4.47” X 6.79” X 1.38” EMCOD electronic driver with 
wiring compartment. 

DMLE601242UD 60W MLV / ELV / 
0-10V / TRIAC

0-10V 0% 
MLV <10% 
ELV <10%

NEMA3R 120-277V / 
24V

UL Class 2 4.47” X 6.79” X 1.38” EMCOD electronic driver with 
wiring compartment. 

DELI601241CPWM 60W 0-10V 1% NEMA1 120-277V / 
24V

UL Class 2 10” x 10” x 4” MEANWELL electronic PWM driver.

DELI901241CPWM 90W 0-10V  1% NEMA1 120-277V / 
24V

UL Class 2 10” x 10” x 4” MEANWELL electronic PWM driver.

DMLE961242UD 96W MLV / ELV / 
0-10V / TRIAC

0-10V 0% 
MLV <10% 
ELV <10%

NEMA3R 120-277V / 
24V

UL Class 2 5.16” X 7.73” X 1.54 EMCOD electronic driver with 
wiring compartment. 

DELI1802242CPWM 2X90W 0-10V 1% NEMA1 120-277V / 
24V

UL Class 2 12” x 12” x 4” MEANWELL electronic PWM driver.

DMLE1922242UD 2X96W MLV / ELV / 
0-10V / TRIAC

0-10V 0% 
MLV <10% 
ELV <10%

NEMA3R 120-277V / 
24V

UL Class 2 5.04” X 10.94” X 1.81 EMCOD electronic driver with 
wiring compartment. 

DELI2703243CPWM 3X90W 0-10V 1% NEMA1 120-277V / 
24V

UL Class 2 12” x 12” x 4” MEANWELL electronic PWM driver.

DMLE2882242UD 3X96W MLV / ELV / 
0-10V / TRIAC

0-10V 0% 
MLV <10% 
ELV <10%

NEMA3R 120-277V / 
24V

UL Class 2 5.04” X 10.94” X 1.81 EMCOD electronic driver with 
wiring compartment. 

http://www.targettiusa.com
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PHOTOMETRY
IES FILES SHOWN AT 1M (3.28FT) LENGTHS
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DIMMING CURVE
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